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PRODUCT SPECIFICATIONS
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Specifications subject to change without notice. For the latest information go to www.standardcom.com

ORDERING INFORMATION
SVM860 Agile Modulator
SVM860S Agile Stereo Modulator

RELATED PRODUCTS

SVM550
TVM860(S)
Stratum II

RF OUTPUT
Frequency Range 54-860 MHz
Channels CATV 2-135
Level 60 dBmV min
Level Adjustment 20 dB
Impedance 75 ohms F-female
Frequency Stability ±3 kHz
Audio/Video Ratio -10 to -20 dB Adjustable
Output Return Loss -18 dB
In Band Spurious -62 dB
Out of Band Spurious -65 dB
VSB Response -60 dB min
C/N (In-Band) >62 dBc
C/N (Out-of-Band) >65 dBc

IF OUTPUT
Video Level 38 dBmV
Audio Level 22 dBmV
Composite Level 35 dBmV
Video Stability ±3 kHz
Audio Stability ±2 kHz
Impedance 75 ohms

4.5 MHz INPUT
Level 37 dBmV
Impedance 75 ohms

VIDEO INPUT
Level .7–1.0 V p-p
Frequency Response ±1.0 dB max
Impedance 75 ohms
Differential Gain <2% typ
Differential Phase <1° typ
Chrom / Lumin Delay ±8 ns
Hum and Noise -60 dB
Connector BNC 75 ohm

AUDIO INPUT
Level – Left/Mono Audio 0.5 V p-p – 1 V p-p
Level – Right Audio 0.5 V p-p – 1 V p-p
Frequency Response ±1.5 dB max
Impedance 600 ohms terminal strip
Preemphasis 75 µs switchable

BTSC STEREO
Frequency Response 1 dB, 50 Hz – 14 kHz
Total Harmonic Distortion <0.3%
S/N 75 dB
Separation 35 dB, 50 Hz – 12 kHz

GENERAL
Power Input 90-260 VAC, 28 W
Operating Temperature -10°C to 50°C
Dimensions 19˝(L) x 12˝(D) x 1.75˝(H)
Weight 7.8 lbs.
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